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CONSTRUCTION NOTES
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FURNISH AND INSTALL NEW TYPE 170E CONTROLLER AND TYPE 170 MASTER CONTROLLER WITH 210
FM PROGRAM AND EXTERNAL COMPATIBLE WITH 170 CONTROLLER GPS TIME SOURCE IN MAODEL 332
CABINET, PER CITY SPECIAL PROVISIONS.

FURNISH AND INSTALL TYPE II1I-CF 120/240 SIGNAL SERVICE CABINET COMPLETE WITH ONE TYPE
V PEC WITH THE FOLLQWING:

METER A: 100A MAIN BREAKER, 50A METERED SIGNAL BREAKER

METER B: 100A MAIN BREAKER, 30A UNMETERED INTERSECTION LIGHTING BREAKER, 15A METERED
PEC BREAKER.

FURNISH AND INSTALL ITERIS VANTAGE VIDEO DETECTION CAMERA (OR APPROVED EQUAL) ON
LUMINAIRE MAST ARM PER MANUFACTURER'S RECOMMENDATIONS.

FURNISH AND INSTALL TRAFFIC SIGNAL MAST-ARM MOUNTED SIGN PER CALTRANS STANDARD PLAN
ES-7N, DETAIL U.

CONTRACTOR SHALL REMOVE AND REPLACE IN KIND LANDSCAPING AND IRRIGATION SYSTEM
CONFLICTING WITH CONTROLLER CABINET, FQUNDATION AND/OR CONDUIT.
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GENERAL NOTES

ALL ROADSIDE SIGN, PAVEMENT DELINEATION, AND SIGNAL WORK
SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS OF THE
CALTRANS STANDARD SPECIFICATIONS AND STANDARD PLANS DATED
2006 AND THE CONTRACT SPECIAL PROVISIONS.

2. APPROVAL BY THE CITY OF RIDGECREST DOES NOT CONSTITUTE A
REPRESENTATION AS TO THE ACCURACY OF THE LOCATION OR OF THE
EXISTENCE OR NON-EXISTENCE OF ANY UNDERGROUND UTILITY PIPE
OR STRUCTURE WITHIN THE LIMITS OF THIS PROJECT. THE _— _—
CONTRACTOR  SHALL  ASSUME  FULL  RESPONSIBILITY FOR THE
PROTECTION OF ALL UTILITIES WITHIN THE LIMITS OF THE PROJECT.
CONTRACTOR SHALL CONTACT UNDERGROUND SERVICE ALERT 48 HOURS

POLE AND EQUIPMENT SCHEDULE
FoLE SIGNAL STANDARD PLACENENT SIGNAL MOUNTING PED PUSH BUTTON HPSV z>ﬂm~»nup_%_zqmo
No | DESCRIPTION m&%ﬂ%% LUNINARE | av | vg" | MAST ARM | POLE | e R AN |PHASE| ARROW | QUAD |LUMINAIRE| 'STREET NAME SIGN COMMENTS
A|® | 26-4-100 | 30’ | 40’ - 15’ 8' 6’ MAS - - - - - 250W Up john Avenue
® 1A 10| - - - 7' | 14 - TV-2-T SP-2-T | 4,6 |[—| s.W - -
© 1A 10’ - - - 7 6’ - TV-1-T - - - - - -
A|l® | 26-4-100 | 30’ | 40’ | 12’ 15' 6.5'| 5 2 MAS SV-1-T SP-1-T - - - 2500 | China Lake Blvd
® | PPB POST [3'4”| - - - 6.75'| 5 - - - 6,8 | F——|W.,N - -
® 1A 10’ - - - 6 5 - TV-2-T SP-1-T - - - - -
A|l© | 26-4-100 | 30" | 40° - 15° 8' 4’ MAS SV-1-T SP-1-T - - - 250W Upjohn Avenue
®) | PPB POST [3°4"| - - - 6.75' 9’ - - - 2,8 | —3| E,N - -
0) 1A 10° - - - 70 3 - TV-2-T SP-1-T - - - -
Al | 26-4-100 | 30’ | 45" | 16’ 15’ 9 6’ 2 MAS SV-1-T SP-1-T - - - 250W | China Lake Blvd
® | PPB POST |3'4”| - - - 6.75'| 16’ - - - 2,4 |*——|E,S - -
© 1A 10’ - - - 7' | 8 - TV-2-T SP-1-T - - - - -
A POTHOLE POLE LOCATIONS PRIOR TO ORDERING EQUIPMENT.
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PRIOR TO START OF WORK
3. INSPECTION SHALL BE BY THE CITY OF RIDGECREST DEPARTMENT OF

PUBLIC WORKS. ALL REQUEST FOR INSPECTION SHALL BE MADE AT
LEAST 24 HOURS [N ADVANCE OF THE PROPOSED CONSTRUCTION.

4. DURING THE PERIOD OF CONSTRUCTION, THE CONTRACTOR SHALL
FURNISH, ERECT, AND MAINTAIN SUCH WARNING SIGNS, STOP SIGNS,
BARRICADES, AND OTHER SAFETY MEASURES [N CONFORMANCE WITH

1. LETTER SIZES SHALL BE 8-INCH UPPER CASE, 6-INCH LOWER CASE
REFLECTORIZED WHITE ON REFLECTORIZED GREEN BACKGROUND.
REFLECTORIZATION SHALL BE EQUAL TO 3M HIGH INTENSITY

3. SIGN PANEL SHALL HAVE A 1-INCH MINIMUM WHITE REFLECTORIZED

4. SIGNS SHALL BE DOUBLE SIDED AND LEGEND SHALL BE ON BOTH SIDES.

5. MOUNTING BRACKETS SHALL [NCLUDE FREE-SWINGING HINGES MOUNTED
IN A FIXED POSITION ON THE SIGNAL ARM SUCH THAT THE SIGN HANGS
LEVEL AND MEETS THE CLEARANCE REQUIREMENTS SHOWN ON THE PLANS.

6. AT THE CONTRACTOR'S OPTION, COMMERCIALLY MANUFACTURED NISNS
CONFORMING APPROXIMATELY TO THE DIMENSIONS SHOWN MAY BE
SUBSTITUTED FOR THE DETAILS SHOWN.

NON ILLUMINATED G—7 SIGN

N.T.S.

EXISTING SCE VAULT

X
M

44"

THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

5. CONTRACTOR SHALL REINSTALL PAVEMENT MARKINGS, STRIPING, AND
SIGNING THAT HAS BEEN DISTURBED BY HIS OPERATION.

6. THE CONTRACTOR SHALL PROVIDE SAFE AND CONTINUOUS PASSAGE FOR _—

LOCAL PEDESTRIAN AND VEHICULAR TRAFFIC AT ALL TIMES.

7. SHOULD ANY QOF THE EXISTING UTILITIES AND ANY OF THE OTHER
FACILITIES CONFLICT WITH THE PROPOSED IMPROVEMENTS, THE
CONTRACTOR ~ SHALL NOTIFY THE ENGINEER AND AWAIT THE
RELOCATION AND/OR PROVIDE AN ALTERNATE DESIGN.

8. THE CONTRACTOR SHALL SO CONDUCT HIS OPERATIONS AS TO OFFER
THE LEAST POSSIBLE OBSTRUCTION AND INCONVENIENCE TO THE
PUBLIC.

9. IN ACCORDANCE WITH THE GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR SHALL BE SOLELY
AND COMPLETELY RESPONSIBLE FOR THE CONDITIONS OF THE JOB SITE, INCLUDING SAFETY OF ALL PERSONS
AND PROPERTY DURING PERFORMANCES OF THE WORK, AND THE CONTRACTOR SHALL FULLY COMPLY WITH ALL
STATE AND FEDERAL LAWS, RULES, REGULATIONS, AND ORDERS RELATING TQ THE SAFETY OF THE PUBLIC AND

WORKMEN .

10. DUST SHALL BE CONTROLLED AT ALL TIMES BY APPROVED METHODS.

11. PUBLIC STREETS SHALL BE KEPT CLEAN AND FREE FROM DIRT AND/OR DEBRIS. THE CAONTRACTOR SHALL BE
RESPONSIBLE FOR ALL COST INCURRED IN STREET CLEANING NECESSITATED BY HIS OPERATIONS.

12. FULL STREET CLOSURE WILL NOT BE PERMITTED UNLESS PRIOR WRITTEN APPROVAL IS OBTAINED FROM THE
DIRECTOR OF PUBLIC WORKS/CITY ENGINEER. DETOUR PLANS MUST BE SUBMITTED FOR APPROVAL FOR ALL
STREET CLOSURES AND MAY BE REQUIRED FOR OTHER TYPES OF DETOURS UNDER SOME CIRCUMSTANCES. 48
HOURS NOTICE WILL BE REQUIRED TO THE CITY AND AFFECTED PROPERTY OWNERS PRIOR TO ANY CLOSURE.

13. ALL FULL LANE CLOSURES WILL REQUIRE SUBMITTAL OF DETOUR PLANS AND/OR SIGNING
WRITTEN APPROVAL BY THE DIRECTOR OF PUBLIC WORKS/CITY ENGINEER.

14. ALL PULL BOXES SHALL BE #5 UNLESS OTHERWISE INDICATED OR APPROVED BY THE ENGINEER.

15. ALL SIGNAL HEADS AND BACK PLATES SHALL BE METAL, AND ALL VISORS SHALL BE TUNNEL TYPE. ALL LENSES
SHALL BE LED TYPE [INCLUDING PEDESTRIAN INDICATORS. PEDESTRIAN INDICATIONS SHALL HAVE

INTERNATIONAL SYMBOLS PER CALTRANS TYPE "C" STANDARDS.

16. PEDESTRIAN PUSH BUTTON SHALL BE PLACED ON THE SIGNAL STANDARD AS INDICATED IN THE POLE SCHEDULE.
17. THE CONTRACTOR SHALL REMOVE AND TRANSPORT ALL SALVAGED EQUIPMENT AND SIGNS AND DELIVER TO CITY

YARD.
18. ALL VEHICLE HEAD LENSES SHALL BE 12".

19. ALL SIGNAL HEADS SHALL BE AND REMAIN BAGGED UNTIL OPERATIONAL.
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SIGNING AND STRIPING LEGEND AND CONSTRUCTION NOTES:

®
®
®
®
)
®

®

EXISTING TO REMAIN.

INSTALL SIGN(S) AND POST IF REQUIRED AS NOTED.

RELOCATE EXISTING SIGN(S) TO NEW POST (IF APPLICABLE) AS NOTED.

REMOVE AND SALVAGE SIGN AND POST AS NOTED.

INSTALL CALTRANS STRIPING DETAIL PER NUMBER NOTED, INCLUDING

INSTALLATION OF RAISED PAVEMENT MARKERS.

INSTALL PAVEMENT MARKING OR ARROW AS NOTED.

REMOVE ALL EXISTING CONFLICTING TRAFFIC STRIPING, MARKING, ARROW, OR
CHANNELIZER AS NQOTED, INCLUDING RAISED PAVEMENT MARKERS

SIGNALIZED INTERSECTION

+ PROPOSED SIGN (ONE POST)

P PROPOSED SIGN (ON STREET LIGHT)

EXISTING SIGN (ONE POST)

EXISTING SIGN (ON STREET LIGHT)
—t=
(12') EXISTING WIDTH

PROPQSED WIDTH
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1. ALL ROADSIDE SIGN, PAVEMENT DELINEATION, AND SIGNAL WORK
SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS OF THE
CALTRANS STANDARD SPECIFICATIONS AND STANDARD PLANS DATED
2006 AND THE CONTRACT SPECIAL PROVISIONS. a CITY OF RIDGECREST C FORNIA PREPARED BY. e ———

a ALI :

2. THE CONTRACTOR SHALL REMOVE BY WET SANDBLASTING ALL NEW WORK ) ’ —
SHOWN ON THE PLANS. SANDBLAST AREAS FOR PAVEMENT MARKING DEPARTMENT OF PUBLIC WORKS == . ARG, CALFOMA o1 007
LEGENDS AND ARROWS SHALL BE RECTANGULAR. ALL SANDBLASTED CONSULTING 07205« FX 042 - mfiroen
AREAS SHALL BE FOG SEALED. z APPROVED BY: RCE #

3. ALL PAVEMENT DELINEATION WORK WILL BE DONE BY THE CITY OF g2 ”mﬂm SIGNING AND STRIPING PLAN
RIDGECREST . g — = CITY ENGINEER g

=3 75} :
4. CONTRACTOR SHALL INSTALL TEMPORARY ROADSIDE SIGNS AND Under 4 4|5 | PREPARED UNDE SYPERVISION OF:  RCE #_ 57685 | LOCATION:
PAVEMENT DELINEATION AS APPROVED BY THE ENGINEER. setvien Alert ols Exp. __12-31-13 UPJOHN AVE AT CHINA LAKE BLVD
40 40 B 120 Calitorn 7-1-13
5. LANE WIDTHS SHOWN ON THE PLAN ARE DIMENSIONED FROM THE FACE i of Soutnem ° DATE:
OF CURB TO CENTER OF STRIPE, OR BETWEEN CENTERS OF STRIPES Call: TOLL FREE =} e
B 0 << 4 .
SCALE: 17-40 1-800 3 DESIGN BY BNU | SHEET 3 DRAVING KO
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